
 

EFI LIVE AUTOCAL DIRECTIONS 

 

Congratulations on the purchase of your American Diesel Power Autocal with hACKmans 
Customs tuning. Your Autocal will have been linked and configured with your tuner prior to 
shipping it to you. You are now ready to begin the first steps on the road to getting your truck 
tuned. There are a few programs you will need to download in order to facilitate this process. 
They are listed below. 
 
TEAM VIEWER 

https://www.teamviewer.us/ 

(This will allow tuner/customer support remotely to your Autocal when needed) 

 

EFILive V8 Scan and Tune 

http://www.efilive.com/latest/cat/download-efilive 

(Allows various functions for configuring your Autocal) 

 

OBTAINING AUTHORIZATION CODE 

If you are a 2017 and newer truck these next steps are for you. (2016 owners ignore this and 
proceed to LOADING TUNE FILES). For newer trucks due to GM increasing security 
measures you require a special controller authorization code to unlock your ECM for tuning. 

1. At this time, plug your Autocal in to your truck via the OBD2 port under the left lower 
portion of your dash, just aft and above the parking brake pedal.  

2. Turn the key to the ON position, DO NOT start the truck.  
3. Use the down arrow to navigate the menu until you see Read 1 E98. Press OK.  



4. When the screen displays a failure message and code $0552 you have completed this 
portion. Turn the key to off and follow the on-screen prompt to remove your Autocal 
from the truck.  

5. Plug in your Autocal to your PC utilizing the USB cord. Launch the program EFILive V8 
Scan and Tune that you downloaded earlier. Navigate to the [F3:Tune] -> 
[F8:Authorization] menu.  

(Next picture shows sample program) 

 

 

6. Click on your device entry (there should only be one device). Click on Copy Code at the 
bottom of the window. You will now place an order in the EFILive Store for the 
Authorization code. The link is below. 

http://www.efilive.com/controller-auth/controller-auth-code 

You will receive the Authorization code in your email in approximately 20 minutes. 

 

UPDATE AUTHORIZED CONTROLLER CODE 

1. Copy the controller auth code you received in your email. 
2.  Navigate to the [F3:Tune] -> [F8:Authorization] menu in the V8 Scan and Tune 

software.  



3. Click the [Paste] button to update the authorization details. When the controller auth-
code is pasted the icon should change from the locked padlock to a green tick.  

 
 

4. Click the [Synchronize] button to copy the updated details to your Autocal. Once the 
controller auth-code has been pasted into the [F8: Authorization] screen, and 
synchronized, the controller can be read or flashed.  

 

UPLOADING TUNE FILES FROM YOUR PC TO AUTOCAL 

1. After receiving your new tune files drag and drop them from your email onto your 
desktop 

2. Connect your Autocal to your PC. 
3. Open EFILive Scan and Tune and click on EFILive V8 Explorer. 
4. Navigate to the directory on your PC where you saved your file 
5. Navigate to [F3: Data Files] 
6. Select the appropriate tune files and drag and drop them into your Tune folder in the [F3: 

Data Files] tab 
7. Disconnect your Autocal from your PC. 

 

FLASHING TUNES TO YOUR VEHICLE 

1. Connect your Autocal to your vehicle. 
2. Complete the vehicle on sequence. 



3. Navigate using the arrow keys and select the Full 1 ECM tune file and select OK. 
4. Select OK to license the controller. 
5. Click the OK button to initiate the flash operation. 
6. When the flash process is complete the Reset Controller notification will be shown. 

When prompted perform the vehicle off sequence. (click button and wait through timer) 
7. Complete this same process and select the Full 2 TCM tune file and select OK. 
8. DO NOT turn the vehicle ignition on until the countdown timer expires. This time is 

critical to allow the ECM to perform internal functions after a read operation.  

Congratulations, you have now flashed your updated tune files to your truck.  

 

INTACT - If you have flashed emissions intact tunes you may now drive your truck as 
normal while enjoying the new power/economy/smoothness. 

 

OFF-ROAD – If you have flashed off-road tunes, you will need to navigate to DISPLAY 
DATA in your Autocal and drive until the DSTDPFR parameter resets. THIS MUST BE 
DONE BEFORE REMOVING/INSTALL ANY HARDWARE. Once the distance shown 
on your DSTDPFR parameter is reset, you may proceed with disconnecting your air throttle 
and egr and installing your off-road pipe. REMEMBER you must flash back to stock and 
reconnect all emissions equipment before returning your vehicle to a road legal status. Upon 
flashing your off-road tunes you need to immediately surrender your vehicle registration as it 
is no longer lawful to operate it on any public road/street/highway. Failure to do so may 
result in substantial fines, loss of driving privileges and potential jail time. Be sure to consult 
your local/state/federal laws before purchasing or installing off-road calibrations or 
hardware. 

 


